
ASSEMBLY INSTRUCTION MODEL #4815-WW

Electrical Danger Turn Power Off

WARNING:

All electrical components must be

installed by a licensed electrician 

in accordance with the National 

Electric Code and the appropriate 

local electrical codes.

You will need 5 -Candelabra Base Bulb
 
40 Watts recommended  60 Watts Max.

USE LED BULBS FOR EXTENDED USE

       WARNING: This product can expose you to Lead,
which is know to the State of California to cause cancer
and/or birth defects or reproductive harm. For more
information go to www.P65warnings.ca.gov

HOW TO INSTALL:

1.Screw the center stem onto the coupling
   on the top of frame and the finial onto the
   bottom of frame.

2.Insert the bottom two flowers onto the
   holder on the lower part of stem and top
   three flowers onto the holder on the 
   upper part of the stem.

3.Insert the Mounting Bar to the Outlet Box
   using Hex Nut and Nipple.

4.Decide the desired hanging height and
    choose the correct length of chain.

5.After the wires are connected, secure the
   canopy onto the mounting bar with collar
   ring.
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The fixture is dry rated.



PART  NUMBER     MODEL #4815-WW

Part Number

Part Numbers

A. (2)-Wire Connector

B. (1)-Mounting Bar

D. (1)-Lock Washer

C. (1)-Hex Nut

E. (1)-Nipple

F. (1)-Canopy ( 5.4 3 )-W "xH1. "
          XSN4813WWCAN5.4IN

G. (1)-Collar Ring

H. (1)-Collar Loop

I 4.0MMx72")-. (1)-Chain (
          XSN4813WWCHA4.0MM

J Center stem(Ø9.3mm,H17")-. (1)-
          XSN4815WWCSTEM17IN

K. (3)-Top Flower 

M. (5)-Candle Sleeve(H2")-
           XSN4813WWCDL2IN

N. (5)-Arm

O. (1)-Coupling

P 1 Finial -XSN4813WWFIN. ( )-

Outlet Box
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L. (2)-Bottom Flower
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