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FEATURES

• Thin aircraft cables provide an ultra-clean look and are easy to adjust  
    for customized suspension height
• Universal driver (120V-277V) installed within the Junction Box, driver  
    dimension: 2.8" x 1.3" x 1.2"
• Dimmer: ELV
• Color Temp: 3500K
• CRI: 90
• Rated Life: 50,000 hours

PRODUCT DESCRIPTION

A re�ned take on minimalist glam. Each pendant illuminates beautifully 
while the jeweled crystal caps, expertly hand-cut, punctuate each piece 
like a chic yet understated exclamation of luxury. Suspended alone, in 
pairs or in multiples as a chandelier, Cascade captures the imagination 
and makes an alluring presentation in restaurants, hotel atriums and 
residences alike. 

SPECIFICATIONS

Construction: 

Light Source: High output LED.

Finish: Black, Polished Nickel, Aged Brass

Standards: ETL & cETL listed, Damp Location listed 

ORDER NUMBER                 

Model Size Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

PD-41719
PD-41728
PD-47137

19”
28”
37”

7W 120V-277V 595 511
AB
BK
PN

Aged Brass
Black
Polished Nickel

Example: PD-41728-PN

REPLACEMENT GLASS

Part# Fixture

RPL-GLA-41719

PD-41719

PD-41728

PD-41737

CASCADE
PD-41719 / PD-41728 / PD-41737 
LED Interior Pendant

PD-41719 PD-41728 PD-41737


