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FEATURES

• Illuminates evenly without hotspots or shadowing
• Wall or ceiling fl ush mount
• Also rated for use in closets
• Dimming with electronic low voltage (ELV) dimmer
• No transformer or driver required
• Replaceable LED module
• 277V option available (special order)
• Rated Life: 54,000 hours
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

Designed and crafted with clean square geometric styling, this sleek 
and simple ceiling luminaire blends with any residential or commercial 
setting. Optimal LED illumination delivers uniform bright lighting in 
nearly any room. Smooth thick wall etched glass is complemented 
with stunning Titanium and Black � nishes.

SPECIFICATIONS

MATRIX    LED Interior Flush Mount

 FM-2009 / FM-2012 

ORDER NUMBER

FM-2009 FM-2012

Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

FM-2009-30*
FM-2012-30

9"
12"

31W
26W 120V 2765

2556
1478
1005

TT Titanium

Example: FM-2009-30-TT
*For 277V special order, add an “F” before the color temperature: FM-2009F-30-TT
For 2700K add "-27"; 3500K add "-35" before the fnish: FM-2009-27-TT

Construction: Steel body with etched opal glass 

Light Source: High output LED 

Finish: Titanium (TT), Black (BK)

Standards: ETL & cETL Damp Location listed, IP44 Rated, 
ADA Compliant, CEC Title 24 Compliant (FM-2012), Energy Star® Rated

REPLACEMENT GLASS

Part# Fixture

RPL-GLA-4012

RPL-GLA-4009
FM-2012
FM-2009

BK Black




