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FEATURES

• Rotatable edge-lit metal bands, silica gel diffusers
• Thin power aircraft cables provide an ultra clean look for adjustable  
    suspension height
• Universal Driver (120V-277V) concealed within the canopy
• Dimming: ELV, 0-10V 
• Rated Life: 50,000 hours
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

Interlocked bands of metal loop around and around on this simple yet 
oblique design. Veloce’s rings can be adjusted for a more personalized 
shape. Thin, coated cables maintain a clean, refined look.

SPECIFICATIONS

Construction: Aluminum and Silicon Diffuser

Light Source: High output LED.

Finish: Black (BK), Titanium (TT)

Standards: ETL & cETL Damp Location listed, Title 24 Compliant 

ORDER NUMBER

Size Wattage Voltage
LED

Lumens
Delivered 
Lumens Finish

PD-24826
PD-24838
PD-24848

26"
38"
48"

54W
80W

107W
120-277V

3850
5311
9235

3593
5261
5035

BK
TT

Black
Titanium

Example: PD-24848-BK

VELOCE 
PD-24848 / PD-24826 / PD-24838 
ED Interior Chandeliers

PD-24826 PD-24838 PD-24848


