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PRODUCT DESCRIPTION

Sleek style with plated brushed nickel finished end caps and high-powered LEDs 
that provides broad ample illumination. Fuse can be mounted on walls or on the 
ceiling to suit a variety of applications and styles in current architectural design.

FEATURES

• Sizes: 16", 27", 37"
• Wall or ceiling mount
• 50,000 hour rated life
• 5 year warranty

FUSE LED Vanity Lights And Wall Sconce
WS-1802

SPECIFICATIONS

Construction: Aluminum with translucent acrylic diffuser

Input: 120 - 277V

Dimming: 100% - 10% ELV, 100% - 5% TRIAC

Harmonic Distortion (THD): <20%

Operating Temperature: -20°C (-4°F) to 40°C (104°F)

Standards: Title 24 JA8-2016 Compliant; Energy Star® rated; Damp location listed;

                        ETL listed; ADA compliant

ORDERING NUMBER

Model Power Max Lumens Color Temp CRI Finish
       

WS-180216 16W 900 30
35

3000K
3500K 90 BN Brushed nickel

WS-180227
20W 1350 30

35
3000K
3500K 90 BN Brushed nickel

WS-180237 28W 1950 30
35

3000K
3500K 90 BN Brushed nickel

WS- 1802 - -

Example: WS-180216-30-BN
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